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CELNA MEDZIPREVODOVKA TYP 63

Ide o redukciu medzi elektromotorom a $nekovou elektroprevodovkou.
Ked'nie je mozné znizit otacky elektromotora samotnou eletroprevodovkou
vyuzijeme redukciu typu PS, ktora Standardne zniZi otacky elektromotora
v pomere 1k 3. Tato kombinacia nam umoznuje jednak znizit otacky, ale aj
uchovat silu elektromotora.
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Dostupné prevedenie

A
Lagaas

WGMO040 WGMO050 WGMO063 WGMO075 WGM90 WGM105 WGM110 WGM130
i R =1 1 5] = 11 B 3 4 e ) 2 £ B 2 4 ) ) S 6 ) e E ) 1 S Bl Y B B ) 5 S Y B S B B B R S B B B B R B E R B ) 1S
105/ 11
i=3
PS 063 HgE717
i=3
Parametre vgkonu PS 63 + WGM

Pin na M, : Fr2 o

[kW] [r/min] [Nm] [N]

0.12 18.7 42 75 2833 1.2 PS063 - WGM040 63A4
15.6 46 90 3011 12
11.7 57 120 3314 0.9
9.3 66 150 3490 0.7
7.8 T4 180 3490 0.6
9.3 68 150 4840 i3 PS063 - WGMO050 63A4
7.8 75 180 4840 1.1
5.8 88 240 4840 0.8
4.7 98 300 4840 0.7
5.8 92 240 6270 1.5 PS063 - WGM063 63A4
4.7 103 300 6270 1.2
18.7 64 75 2833 0.8 PS063 - WGM040 63B4
15.6 70 a0 3011 0.8
11.7 85 120 3314 0.6
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CELNA MEDZIPREVODOVKA TYP 63
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kW]  [fmin]  [Nm] ! IN] fs
0.18 18.7 64 75 3889 1.4 PS063 - WGMO050 6384
15.6 71 90 4132 1.5
11.7 87 120 4548 1.1
9.3 101 150 4840 0.9
7.8 113 180 4840 0.7
5.8 133 240 4840 0.6
03 103 150 6270 17 PS063 - WGM063 63B4
7.8 117 180 6270 14
5.8 139 240 6270 1.0
47 155 300 6270 08

PS063 - WGM040
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PS063 - WGMO063
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Montazne polohy
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